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AQEQ® UF

Ultra-filtration Plant

Aqeo® UF plants are a fully enclosed and skid
mounted ultra-filtration plant for water and
wastewater purification. The system is based
on a combination of pre-filtration, membrane
ultrafiltration and disinfection.

Aqeo® UF plants exclusively incorporate world
leading ultra-filtration membranes. Our supply
partner manufactures a full range of membranes
for many different applications and have a proven
record of reliability in 100 countries world wide.

Delivering a fully integrated solution.

Integration of world leading membrane technology

The membranes integrated into Aqeo® UF systems are world
renowned for their durability and lack of fouling. They also
operate at high fluxes and can be readily backwashed.

Ease of maintenance

The robustness of the system design results in consistent
performance and lower maintenance costs. All Aqeo® UF
plants use 3 phase motors for lower amp draw to save costs
and increase reliability.

Lower installation costs
Agqeo® UF plants are factory built and tested, minimising
onsite time and plant commissioning costs.

Optimum lifetime expectancy

Low operating pressures in combination with the high
quality of the membrane fibre results in optimum lifetime
expectancy and minimal operating costs, particularly low
power consumption and chemical costs.

Minimum operating costs
The full automation potential significantly reduces
operator involvement.

Water 100%

Guarantee
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Fast Reliability 10 Year Tank
Quality Performance Installation Guarantee

Ageo® UF plants have a fully integrated automatic
chemical Clean in Place (CiP) capability which
minimises operator involvement.

The Ageo® UF produces a high quality permeate
without particles and bacteria. The plant’s
performance efficiency delivers turbidity of <o.2
NTU, silt density index <3, 6 log removal of bacteria,
phosphate removal and high filtration

of organics.

Maximum operator safety

The fully enclosed system means there is no risk for operators
to have contact with bacteria or toxins present in the sludge
or air above the tanks.

Small installation footprint
The intelligent compact design of the Aqeo® UF system
significantly reduces the overall plant footprint.

Where Ageo® UF is making a real difference:

e Potable water production from surface
water sources

e Wastewater polishing for high quality
recycled water production (Class A/A+)

e Reverse osmosis pre-treatment
e Fruit juice filtration
e Wine filtration

Pre-Tested Modular Nutrient
Integration Removal

AQEQO® RO

Reverse Osmosis Plant

The Aqeo® RO plant is a fully enclosed and skid
mounted reverse osmosis plant capable of reducing
up to 99% of dissolved solids and inorganic molecules
from feed waters. The RO membrane also moves up
to 98% of bacteria and organic contaminants, as well
as colloidal and suspended matter larger than o.o5
micron, ensuring consistently high quality drinking
water or purified water for industrial application.

Reverse osmosis separation technology is used to
remove dissolved impurities from water through the

Delivering a fully integrated solution.

Integration of world leading membrane technology

The membranes integrated into Ageo® RO systems are world
renowned for their durability and lack of fouling. They also
operate at high fluxes and can be backwashed.

Ease of maintenance

The robustness of the system design results in consistent
performance and lower maintenance costs. All Aqeo® RO
plants also use 3 phase motors for lower amp draw to save
costs and increase reliability.

Optimum lifetime expectancy

Lower operating pressures in combination with the high
quality of the fibre results in optimum lifetime expectancy
and minimal operating costs, particularly low energy
consumption and chemical costs.

Lower installation costs
Ageo® RO plants are factory built and tested, minimising
on-site time and plant commissioning costs.

Minimum operating costs
The full automation potential significantly reduces
operator involvement.

Water 100%

Guarantee

Fast Reliability 10 Year Tank
Quality Performance Installation Guarantee
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use of a semi-permeable membrane. RO involves the
reversal of flow through a membrane from a high
salinity, or concentrated, solution to the high purity,
or “permeate”, stream on the opposite side of the
membrane.

Ageo® RO systems can be designed to treat feed water
with salinity levels up to 45,000ppm.

Maximum operator safety

The fully enclosed system means there is no risk for operators
to have contact with bacteria or toxins present in the sludge
or surrounding air.

Small installation footprint
The intelligent compact design of the Aqeo® RO system
significantly reduces the overall plant footprint.

Where Ageo® RO is making a real difference:

e Potable water production from brackish
water and sea water sources

e Water purification for industrial process use

e Water reclamation for reuse

Pre-Tested Modular
Integration
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rethinking
tomorrow.

If you're a forward thinking organisation, we'd
welcome the opportunity to explore working on
a future project with you.

Stornoway Water’s operations are undertaken
within the guidelines of the group’s Integrated
Management System (IMS), combining
workplace safety, quality, environment, contract
administration and personnel relations systems
to maximise service quality and efficiencies,
while minimising overall business and
contractual risk.

We look forward to working with you to create
a better water solution for tomorrow.

The brochure is printed on Mohawk Options PC1o00 paper
manufactured from 100% post-consumer waste and
renewable, non-polluting wind-generated electricity.
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Contact Stornoway

Stornoway Water

t+61 7 3273 9500
e water@stornoway.com.au

Stornoway Maintenance

t+61 3 6263 3968
e maintenance@stornoway.com.au

Stornoway Rockfall Control

t+61 36391 9311
e rockfallcontrol@stornoway.com.au

Stornoway Quarrying

t+61 36391 9311
e quarrying@stornoway.com.au

Stornoway Offices

Brisbane
Hobart
Launceston

Melbourne

stornoway.com.au





